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TECHNICAL SPECIFICATIONS 
 

ITEM 00103 
REMOVING EXISTING CONCRETE SIDEWALK AND CURB 

 
 
1. DESCRIPTION 
 
1.1 This section governs the furnishing of all equipment, superintendence, labor and materials, and 
performing of all operations in breaking up and removing existing concrete pavement, curb, sidewalks, and 
disposing of the old concrete or other materials satisfactorily in a manner and place to be determined by 
Contractor and approved by Owner. 
 
 
2. CONSTRUCTION METHODS 
 
2.1 Where only a portion of the existing concrete pavement, curb, or sidewalk is to be removed, special 
care shall be exercised to avoid damage to that portion of the concrete to remain in place. Where concrete 
pavement is removed at locations between joints, the existing concrete pavement and curbs shall be saw cut the 
full depth to a neat line as indicated on the plans or in the specifications. If any existing concrete beyond the 
neat line so established is damaged or destroyed by these operations, it shall be replaced at the contractor's entire 
expense. 
 
2.2 Existing concrete to be removed shall be broken up into pieces by air-driven machinery or by other 
suitable means. The use of explosives for breaking up old concrete to be removed is not permitted. 
 
2.3 Work performed under this item shall be inaugurated at such time and prosecuted in such a manner as 
to cause a minimum of inconvenience to traffic or to the owners of adjacent property. Any area where pavement 
has been broken-up and/or removed shall require standard barricades, fencing, or other approved safety devices 
as will exclude public traffic until such time that the material has been properly replaced and approved by 
Owner. 
 
 
3. MEASUREMENT 
 
3.1 Removing existing concrete sidewalks will be measured in linear feet in its original position regardless 
of its thickness. Removal of concrete curb shall not be measured or included or considered in the total quantity 
of material removed. All broken concrete removed shall become the property of the Contractor, and any 
disposal shall be considered incidental to the pay item. 
 
3.2 Full depth saw cut will be measured by linear feet as cut. 
 
 
4. PAYMENT 
 
4.1 All work performed as required herein and as provided under "Measurement" will be paid for at the 
unit price bid per linear feet, which payment shall be full compensation for furnishing all labor, tools, 
equipment, hauling and disposal of broken concrete and all other incidentals necessary to complete the work. 
No payment shall be made for removal of curb but shall be considered incidental. 
 
4.2 Saw cut will be paid for at the unit price bid per linear feet. All saw cut shall be made to the full depth 
of materials that are required to be cut. This shall include all existing curb to be removed for handicap ramps. 


